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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Forestry and Plantation Crops Machinery Sectional Committee, FAD 40 



FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Forestry and Plantation Crops Machinery Sectional Committee had been approved by the Food and 
Agriculture Division Council. 

Removal of bark from the tree after felling the tree is a must before they are processed into timber 
for use. For this purpose debarking spuds have been developed and are being used. Considering 
increased use of debarking spud in the country, a need was felt to prepare this standard for helping in 
quality production of this tool. 

In the preparation of this standard assistance has been derived from the Forest Operations Division, 
Forest Research Institute i ICFRE ), Dehradun. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in 
accordance with IS 2 : 1960*Rules for rounding off numerical values { revised Y- The number of 
significant places retained in the rounded off value should be the same as that of the specified value 
in this standard. 
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SPUD - SPECIFICATION 



1 SCOPE 

This standard specifies the materials, dimensions 
and other requirements for debarking spud used 
for removing bark from the trees after felling. 

2 REFERENCES 

The list of Indian Standards which are necessary 
adjuncts to this standard is given in Annex A. 

3 MATERIALS 

3.1 Various components of debarking spuds shall 
be made from the materials given below : 



Component 
Blade 



Other components 
( blade support and 
supporting block ) 

Handle 



Material 

High carbon steel ( Grade 6 
of Designation 80C6 of 

IS 2507 : 1975) 

Carbon steel ( Designation 
40C6 of IS 2507 : 1975) 



Hard wood 
[ Acacia arabica ( Babul ), 
Acacia Catechu ( Khair ), 
Adina cordifolia ( Haldu ), 
Shore a robusta ( Sal ), 
Terminalia tementosa 

( Laurel ), Anogesisus 

latifolia ( Bakli ), Ongeinia 
dal'bergioides ( Sandan j, 
Schleichera trijuga ( Kusum ) 

3.2 The hardness of blade shall be 45 ± 3 HRC, 
when measured in accordance with IS 1586 : 1988. 

4 SHAPE AND DIMENSIONS 

The dimensions shall be as given in Fig. 1 

4.1 The tolerances for various dimensions shall be 
of coarse class specified in IS 2102 ( Part 1 ) : 1980. 

5 OTHER REQUIREMENTS 

5.1 The mass of the debarking spud (including 
the mass of the handle ) shall not be more than 
600 g. 

6 WORKMANSHIP AND FINISH 

6.1 The debarking spud shall be free from defects 
such as cracks, rust, burrs, and other 
manufacturing defects. 



6.2 All sharp corners shall be rounded off. 

7 PERFORMANCE TEST 

7.1 Debarking spud shall not show any sign of 
bluntness or damage to cutting edge while 
removing bark from 10 square metre surface of a 
freshly felled hard wood tree. 

8 DESIGNATION 

Debarking spud shall be designated by its name 
and the number of this Indian Standard as : 

Debarking Spud, IS 13376 

9 MARKING 

Each debarking spud shall be marked as follows: 

a) Manufacturer's name and recognized trade- 
mark; 

b) Model number; and 

c) Batch, code or serial number. 

9.1.1 Standard Marking 

Debarking spud may also be marked with the 
Standard Mark. 

10 PACKING 

Each debarking spud shall be suitably packed to 
avoid damage in handling and transit. 

11 SAMPLING 

In order to ascertain the conformity of the lot, 
the procedure for sampling inspection as given in 
IS 2500 ( Part 1 ) : 1983 shall be followed. The 
inspection level and AQL for various 
characteristics shall be according to 11.1 and 11.2. 

11.1 For dimensions, workmanship and finish, a 
single sampling plan with inspection level IV and 
AQL of 4 percent given in Tables 1 and 2 of 
IS 2500 ( Part 1 ) : 1983 shall be followed. 

11.2 For hardness and other requirements a single 
sampling plan with inspection level II and AQL 
of 4 percent as given in Tables 1 and 2 of IS 2500 
( Part 1 ) : 1983 shall be followed. 
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All dimensions in millimetres. 

Fig. 1 Debarking Spud 



ANNEX A 

( Clause 2 ) 

LIST OF REFERRED INDIAN STANDARDS 



IS No^ 
1586 : 1988 



2102 

( Part 1 ) : 1980 



Title 

Method for Rockwell 
hardness test for metallic 
material ( Scales A-B-C-D- 
E-F-G-H-K ) ( second 

revision ) 

General tolerances for 
dimensions and form and 
position : Part 1 General 
tolerances for linear and 



ISNo. Title 

angular dimensions ( second 
revision ) 

Sampling inspection Tables : 
1983 Part 1 Inspection by 
attributes and by count of 
defects ( first revision ) 

Specification for rolled steel 
strips for springs (first 
revision ) 



2500 
( Part 1 ) 



2507 : 1975 



Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards 
Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on products 
covered by an Indian Standard conveys the assurance that they have been produced to comply with 
the requirements of that standard under a well defined system of inspection, testing and quality 
control which is devised and supervised by BIS and operated by the producer. Standard marked 
products are also continuously checked by BIS for conformity to that standard as a further safe- 
guard. Details of conditions under which a licence for the use of the Standard Mark may be granted 
to manufacturers or producers may be obtained from the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of 
goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form v^ithout the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), 
BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in possession 
of the latest amendments or edition. Comments on this Indian Standard may be sent to BIS giving 
the following reference: 

Doc : No. FAD 40 ( 0061 ) 

Amendments Issued Since Publication 

Amend No. Date of Issue Text Affected 
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